SITE PREPARATION & DEMOLITION LEGEND 

- LIMIT OF WORK 



IT OF WORK 
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EXISTING TREE TO REMAIN AND BE PROTECTED 


EXISTING TREE TO BE REMOVED & DISPOSED - FLUSH 
CUT AND GRUB, REMOVE ROOTS 


EXISTING TREE TO BE REMOVED & SALVAGED - ALT#7 


EXISTING TREE TO BE REMOVED & SALVAGED - CUT 
AT 10' OFF OF GROUND - ALT. #7 


ITEM TO BE REMOVED & DISPOSED 

TREE PROTECTION FENCE - EXISTING TREE TO 
REMAIN 

REMOVE & DISPOSE 
CONSTRUCTION FENCE 
EROSION CONTROL 


\SnCCi:R HELD I 

SITE PREPARATION & DEMOLITION NOTES: 

1. THE GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS 
IN THE FIELD AND REPORT ANY DISCREPANCIES BETWEEN THE PLANS 
AND THE ACTUAL CONDITIONS TO THE LANDSCAPE ARCHITECT PRIOR 
TO STARTING WORK. 

2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO 
EXISTING CONDITIONS THAT ARE DUE TO CONTRACTOR OPERATIONS 
AND WHICH ARE OUTSIDE THE LIMIT OF WORK. 

3. BEFORE ANY CLEARING IS DONE, THE GENERAL CONTRACTOR SHALL 
ARRANGE A CONFERENCE ON THE SITE WITH THE LANDSCAPE 
ARCHITECT TO IDENTIFY TREES WHICH ARE TO BE PROTECTED AND/OR 
REMOVED. DO NOT REMOVE ANY TREES WITHOUT A CLEAR 
UNDERSTANDING OF EXISTING CONDITIONS TO BE PROTECTED AND 
APPROVAL BY THE LANDSCAPE ARCHITECT. 

4. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR THE 
PROTECTION OF ALL EXISTING TREES AND PLANTS DESIGNATED TO 
REMAIN FOR THE LENGTH OF THE CONSTRUCTION PERIOD. 

5. ALL TREES NOT DESIGNATED FOR REMOVAL SHALL HAVE BASIC 

PRUNING BY A MASSACHUSETTS CERTIFIED ARBORIST UNDER 
SUPERVISION OF LANDSCAPE ARCHITECT. SEE SPECIFICATIONS.- F 
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"3 TRUNK 8" CALIPER RED MAPLE TO 
BE REMOVED (TOTAL 24" CALIPER) 

2 TRUNK 16" CALIPER RED MAPLE TO 
BE REMOVED (TOTAL 32" CALIPER) 

30" CALIPER DAWN REDWOOD 
[ TO BE REMOVED 




PROTECT FENCE AT 
PROPERTY LINE, TYP. 




R&D GARDEN BEDS, TYP.- 


4" APPLE TREE TO 
BE REM OVED 
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12" CALIPER DAWN REDWOOD 
TO BE REMOVED 




TREE PROTECTION FENCE, TYP. 



R&D WATER/ 
IRRIGATION 
LINES 


SAVE & STOCKPILE- 
GARDEN 
ENTRY MARKER 

PROTECT WATER- 
FOUNTAIN AND 
WATER SERVICE 




-CAP EXISTING 
WATER SERVICE 


)TREE PROTECTION 
FENCE, TYP. 


-PROTECT FENCE AT 
PROPERTY LINE, TYP. 

-PROTECT & MAINTAIN EXISTING 
WATER SUPPLY LINE - COORDINATE 
WITH TOWN TO TURN OFF AT WATER 
MAIN DURING CONSTRUCTION / 
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-R&D CONCRETE BLOCKS 

-REMOVE & DISPOSE SWING AND 
RUBBER PLAY SURFACE 


BENCHMARK 
TOP OF DRILL HOLE 
EL = 5.86 NAVD 19881 






14" SWEET GUM 
^REE TO BE 

X removed 



R&D BITUMINOUS CONCRETE PAVING, TYP. 
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-REMOVE^TCTJOCKPILE 
^LLETIN BOARD I 

3:emove|&-stockpile 

ENTRY Sip^ - 

-PRESERVE & PROTECT 
GRANITfMAfeKER 



TREE PROTE 


FENCE, TYP. 



BENC HMA^- 

TOP or MAIL 
EL - ALL [-1/ 






&D BENCHsT 
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R&D PRECAST CONCRETE 
CURBING SURROUNDINC^ 
PLAYGPOUfilD, TYP. ^ 
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■REMOVE AND STOCKPILE- 
ALL SAND FROM 
PLAYGROUND AREA 


6. THE GENERAL CONTACTOR SHALL MAINTAIN OR ADJUST TO NEW FINIS^^ 

GRADE AS NECESSARY ALL UTILITY AND SITE STRUCTURES SUCH AS - 

SIGN POLES, MANHOLES, CATCH BASINS, HAND HOLDS, WATER AND ' 
GAS GATES, HYDRANTS, ETC. FROM MAINTAINED UTILITY AND SITE ^ 

SYSTEMS UNLESS OTHERWISE NOTED ON THE UTILITY, DRAWINGS OR_ 

AS DIRECTED BY THE LANDSCAPE ARCHffSCT. RLT L 
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BASE-BID: R&DSWINGS.- 

] ALT. #7 - REMOVE BWINGS - 
i STOCKPILE WnO-POSTS- 
TOR REUSE FOR BIRDHOUSE 
._ POSTS, MJlfl 
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R&D PICNIC TABLE- 
AND CONCRETE PAD 
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^&D BITUMINOUS^ 
CONCRETE PAVtNC, TYP. 


-R&D PLAY STRUCTURE 
AND RUBBER PLAY 
SURFACING 

-PRESERVE & PROTECT CONCRETE 
CURBING AT FENCELINE, TYP. 

-PROTECT EXISTING 
FENCE, TYP. 


-R&D PLAY STRUCTURE AND 
RUBBER PLAY SURFACING PAD 

-SAVE & STOCKPILE 2 
SAND DIGGERS 


-R&D BENCHES 


)TREE PROTECTION 
FENCE, TYP. 


7. THE GENERAL CONTRACTOR SHALL COORDINATE ALL ADJUSTMEII^T OR ' 
ABANDONMENT OF UTILITES WITH THE RESPECTIVE UTILITY COMPANY. 

8. EXACT LOCATION FOR SILT FENCE AND TREE PROTECTION TO BE 
APPROVED IN FIELD BY LANDSCAPE ARCHITECT. 

9. ALL ITEMS REQUIRING REMOVAL SHALL BE REMOVED TO FULL DEPTH 
TO INCLUDE BASE MATERIAL AND FOOTINGS OR FOUNDATIONS AS 
APPLICABLE, AND REUSED AS DIRECTED BY THE OWNER OR LEGALLY 
DISPOSED OF OFF-SITE BY THE CONTRACTOR. 

10. THE GENERAL CONTRACTOR SHALL STRIP AND STOCKPILE EXISTING 
TOPSOIL TO FULL DEPTH WITHIN LIMIT OF GRADING BEFORE 
COMMENCING EXCAVATION AND GRADING OPERATIONS. THIS TOPSOIL 
SHALL NOT BE REMOVED FROM THE SITE. 

11. AT ALL LOCATIONS WHERE CONCRETE PAVEMENT OR BITUMINOUS 
CONCRETE ABUT NEW CONSTRUCTION, THE EDGE OF THE EXISTING 
PAVEMENT OR CURB SHALL BE SAWCUT TO A CLEAN, SMOOTH EDGE. 

12. THE GENERAL CONTRACTOR TO COORDINATE WITH THE TOWN OF 
ARLINGTON FOR A METERED WATER SERVICE AS NEEDED FOR 
CONSTRUCTION. 
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EXISTING TREE- 

STUMP TO REMAIN 

CONSTRUCTION-^ 

FENCE, TYP. 

LOTS 120:-T2l] 

EROSION CONTROL, ——T 
TYP. SEE CIVIL PLANS S, ^ 


PROTECT CATCH- 
BASIN AND DRAIN 
LINES TO REMAIN 
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TREE PROTECT ION 

FENCE, TYpXSy 

R&D PO^ 

GUARD RAIL TO REMAIN- 
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-CONSTRUCTION 
FENCE, TYP. 

-PROTECT CATCH BASIN 
AND DRAIN LINES TO 
REMAIN 


-R&D BITUMINOUS 
CONCRETE PAVING, TYP. 

-FENCE TO REMAIN, TYP. 


)TREE PROTECTION 
FENCE, TYP. ^ 

-R&D POSTS '' 


-EROSION CONTROL, TYP. 
SEE CIVIL PLANS 
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IMIT OF WORKF 



-- - CONSTRUCTION^^ 

2 ENTRANCE^rrrP 

’T r -^—I X 


-ANTI-TpACKiNG PAD AT 
XXiNSmUCTION ENTRANCE: 


-SILT SACK, 


l^ANITE aM?3\ 
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-GUARDRAIL TO REMAIN 
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INOTE: ENTIRE PARK LOCATED WITHIN FLOOD ZONE AE.I 


SCALE: 1" = 20' 




10 Central Street, Arlington MA 02476 USA 
t 617—826—9502 W www.hedlunddesign.com 
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PLANNING 
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SITE DESIGN 
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LAND PLANNING 
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